
7’

SPEED ZONE FLASHING BEACON

PEDESTRIAN POLE MOUNTED SCHOOL

PB

1" PVC
UTILITY POLE

4" X 6" POST

TYPE 1 PULLBOX 

ANCHOR BOLTS

SCHOOL

WHEN

FLASHING

SPEED
LIMIT

XX

12"

12"

FLOW OF TRAFFIC

FLOW OF TRAFFIC

1" CONDUIT

ENTRANCE CONDUIT: 

BREAKAWAY BASE

ALUMINUM POLE ON

GROUND LINE

SPECIFICATIONS

SECTION 500 OF STANDARD

CLASS ’A’ CONCRETE PER

FLUSH WITH GROUND

PULLBOX SHALL BE INSTALLED

NOTE:

SCHOOL

WHEN

FLASHING

SPEED

LIMIT

XX

12"

12"

12"

12"

(36" x 36")

W11-2 * 24" X 48"

S5-1

SITE LAYOUT
POWER SERVICE DROP

QUICK DISCONNECT

FLASHER CABINET

THIS SIGN.

* A FLOURESCENT YELLOW-GREEN BACKGROUND COLOR MAY BE USED FOR

FLASHER INSTALLATION DETAIL, WILL BE SUBSTITUTED FOR THE S5-1.

(S5-1D SPECIAL 42" X 48") SIGN, SHOWN ON SPAN MOUNTED WARNING

SECTION 7B.01  OF THE MUTCD.  THE SCHOOL SPEED LIMIT SIGN 

SIGN SIZE FOR POLE MOUNTED INSTALLATION SHALL BE BASED ON

NOTE:

SPECIFIED ON PLANS

EVERY POLE UNLESS OTHERWISE

TYPE 1 PULLBOX REQUIRED AT

POWER SYSTEM

OPTIONAL SOLAR 

3a AND 3b ON SHEET TS-10A

SEE GENERAL NOTES 

BE USED AS APPROVED BY GDOT.

911. GALVANIZED SQUARE TUBE POSTS MAY 

TO STANDARD SPECIFICATIONS SECTION 

STEEL POST MAY BE SUBSTITUTED. REFER 

ALUMINUM POLE. GALVANIZED SQUARE TUBE 

DETAILS SHOWN IS FOR WOOD POST AND 

NOTE:

TS-06

ELECTRODE PER 

GROUNDING 

STRAPS

ALUMINUM 

7’

4" X 6" WOOD POST

6"

12"

4"

12"

�" FLEX CONDUIT (TYP.)

PINNACLE (TYP.)

(TYP.)

VISOR 

TUNNEL

(TYP.)

HEAD

SIGNAL

REDUCER (1"x �")

STRAIGHT COUPLING &

 & BACK) (TYP.)

 NUT & WASHERS (FRONT

 WITH HEX HEAD LOCK

�" X 5" GALV. BOLT

(2) EA 1�" HOLES

PAVEMENT

6"

18"

GROUND LINE

4"

(1"x �")

& REDUCER

T-CONDULET

6"

3’ (4’ COASTAL PLAIN)

�" X 3" LAG SCREWS

�" X 3" LAG SCREWS

(TYP.)

2-HOLE STRAP

BOTTOM OF ASSEMBLY

ARM BRACKET (TYP.)

2-HOLE STRAP (TYP.)

FRONT VIEW BACK VIEW

SIDE VIEW

TYPE 1 PULLBOX

LEGEND AS PER PLAN

SIGN SIZE AND

WARNING SIGN FLASHER

WOOD POLE MOUNTED

SIGN (SEE PLANS)

(2) EA (90° SWEEPS)

1" GALVANIZED RIGID STEEL CONDUIT
1" GALVANIZED RIGID STEEL COUPLING

1" GALVANIZED RIGID STEEL CONDUIT

1" GALVANIZED RIGID STEEL CONDUIT
7’

4" X 6" WOOD POST

6"

12"

4"

12"

�" FLEX CONDUIT (TYP.)

PINNACLE (TYP.)

(TYP.)

VISOR 

TUNNEL

(TYP.)

HEAD

SIGNAL

REDUCER (1"x �")

STRAIGHT COUPLING &

1" GRS CONDUIT

(2) EA 1�" HOLES

PAVEMENT

6"

18"

GROUND LINE

4"

(1"x �")

& REDUCER

T-CONDULET

6"

3’ (4’ COASTAL PLAIN)

(TYP.)

2-HOLE STRAP

SCHOOL

WHEN

FLASHING

SPEED

LIMIT

XX

LAG SCREWS

�" X 3" 

2-HOLE STRAP (TYP.)

BACK VIEWFRONT VIEW

SIDE VIEW

ARMS BRACKET (TYP.)

(GRS) CONDUIT

RIGID STEEL

1" GALVANIZED

TYPE 1 PULLBOX

REFLECTIVE TAPE

BACKPLATE WITH 2"

BOTTOM OF SIGNAL HEAD

FLASHING SCHOOL SIGNAL

WOOD POLE MOUNTED

LAG SCREWS

SIGN (SEE PLANS)

(2) EA (90° SWEEPS)

1" GALVANIZED RIGID STEEL CONDUIT
STEEL COUPLING

1" GALVANIZED RIGID 
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